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SERVICE:
Thermiculite® 835 is comprised of a spirally 
wound sealing element composed of a metal 
winding wire in combination with a 
vermiculite based filler material.

The gasket can be supplied with inner and/or 
outer centering/compression stop rings or in 
sealing element form. The spiral construction 
provides excellent sealing performance and 
confers high levels of gasket resilience.

Thermiculite® 835 gaskets are suitable for 
use in a wide range of sealing applications. 
They are capable of effecting a high integrity 
seal in the most demanding environments 
and are particularly suited to applications 
involving extremes of thermal or mechanical 
cycling. Typical applications include 
superheated steam, strong oxidising media 
and elevated temperature service. Metallic 
components, winding strip and rings, can 	
be selected to suit specific applications.

API 6FB Fire-safe.

Maximum recommended temperature:
1000°C (1832°F)

Maximum recommended pressure:
ASME B16.5 Class 2500.			 
EN 1092-1 PN400.

MATERIALS:
Filler material: Thermiculite®  835

Winding strip: Application dependent.

Centering/compression ring(s): 	
Typical stainless 316 (others available)

GASKET CONFIGURATION:
Thermiculite® 835 gaskets are available 
in various styles, R, CG and CGI to 
various standards, ASME, DIN, EN etc. 

Sealing Element 	 R
Outer Ring Only 	 CG
Outer & Inner Ring 	 CGI
Inner Ring Only 	 RIR

Gaskets are also available with pass 
bars for use in shell and tube heat 
exchanger applications.

AVAILABILITY:
Standard sizes: 		
ASME B16.20, B16.47 A/B		
EN 1514-2, EN 12560-2

Bespoke sizes:	 	
Up to 3000mm (diameter)

Thickness range: 
1.6 to 7.2mm (element)

TYPICAL PHYSICAL PROPERTIES (FILLER MATERIAL):

Thickness 	 0.5mm 

Density 	 1.2 to 1.3gcm-3 

ASTM Tensile Strength	 4.3MPa

Leachable Chloride Ion Content	 <50ppm

Leachable Fluoride Ion Content	 <50ppm

This Data Sheet refers to the material as supplied. The information contained herein is given in good faith, but no liability will be accepted by the Company in relation to same. We reserve the right to change 
the details given on this Data Sheet as additional information is acquired. Customers requiring the latest version of this Data Sheet should contact our Applications Engineering Department. The information 
given and, in particular, any parameters, should be used for guidance purposes only. The Company does not give any warranty that the product will be suitable for the use intended by the customer.
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Thermiculite® 835 is a critical service 
gasket designed for use in applications 
involving high temperatures and/or 
aggressive chemical media.


